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& SUPPLIES

COMMUNICATION

MOTOROLA BUSINESS TWO-WAY RADIOS
These radios are designed for heavy-duty, everyday industrial use. Environments  
such as construction, manufacturing and retail, along with many others,  
require this type of radio in order to function efficiently and pro ductively.

RMU SERIES TWO-WAY BUSINESS RADIO
• 2 watt UHF provides coverage up to 250 000 sq.ft./20 floors
• Up to 4 channels operation 
• Operates on two UHF frequencies (IC license required)
• 219 PL/DPL codes, including six customizable codes
• Channel Announcement with Voice Alias
• Meets military 810 C, D, E, F, G and IP54/55 specifications
• Antimicrobial protection
• Two programmable buttons give quick 1-touch access to features; 

Advanced features via Customer Programming Software (CPS)
• Single unit drop in charger provides charging  

and battery level status via tri-colour LED
• Easy cloning with single unit charger cloning  

cable or multi-unit charger (sold separately)
• Repeater capable
• Weighing 8.6 oz. with battery
• 2-pin accessory plug

RDU SERIES TWO-WAY BUSINESS RADIO
• 39 analog and 83 digital interference eliminator codes
• Designed to IP-55 and MIL-SPEC specifications
• 3 voice-inversion scramble settings to minimize eavesdropping
• Channel scan with selectable scan list
• 3 audible call tones
• 2-pin accessory plug (compatible with XTN/CLS Series)
• VOX (hands-free use with accessories) with 3 sensitivity levels
• Tri-colour LED with Transmit, Receive and Low Battery indication
• Up to 4-watt power (2 W low power setting)
• 18.5 hrs. battery life (4 W, 5/5/90, battery save enabled)
• Pre-programmed channels/code combinations
• Repeater capable
• Programmable direct input frequency
• Bandwidth: 438-470 MHz

Model Mfg.        Dimensions  Frequency Price 
No. No. W" x D" x H" MHz /Each

SGR281 DTR600 2.2 x 1.06 x 5.06 900    

Model Mfg. Price 
No. No. /Each

SEI689 RMU2043    

Model Mfg.        Dimensions  Number of Price 
No. No. W" x D" x H" Channels /Each

SGQ330 DLR1020 1,7 x 0,9 x 4,2 2    
SGQ331 DLR1060 1,7 x 0,9 x 4,2 6    

Model Mfg.  Price 
No. No. Description /Each

SAR570 RDU4103 4 W, 10 channels    
SAR571 RDU4163D 4 W, 16 channels    

Model Mfg. Number of Price 
No. No. Channels /Each

SGR282 CLP1013 1    
SGR283 CLP1043 4    
SGR284 CLP1063 6    

LI-ION BATTERIES

Model Price 
No. Description /Each

SGR287 High Capacity 2500 mAh    
SGR286 High Capacity 1800 mAh    
SGR288 High Capacity 1100 mAh    
SGR289 Standard Capacity    

AUDIO

Model Price 
No. Description /Each

SGM988 Swivel Earpiece with In-Line     
 Microphone and  
 Push-to-Talk Button 
HM015 Remote Speaker/Microphone    

CHARGERS

Model  Price 
No.  Description /Each

SGR290  DLR 12-Pocket Multi-Unit Charger    
SGR291  DTR Single Unit Charger    
SED302  RDU 6-Pocket Multi-Unit Charger    
SGR293  RMU Single Unit Charger    

SAR571

SGQ330

DTR SERIES  
DIGITAL TWO-WAY BUSINESS RADIO
• Slim, IPX54 rated, rugged design with a full colour display
• Crisp, clear audio and wide-area coverage keeps employees 

connected and accountable wherever they are
• Intuitive navigation menu ensures ease-of-use
• Designed for heavy-duty, everyday industrial use
• License-free solution approved by Industry Canada
• Flexible call options include one-to-one private 

calling and one-to-many group calling
• Radio housing contains built-in antimicrobial properties  

that prevent growth of mold and germs resulting in 
devices that are stain- and odour-resistant

• Includes rechargeable battery, belt  
clip and individual drop-in charger

• Radio Band Type:  FHSS
• Range: 30 Floors/350000 sq. ft.
• No. of Channels: 30

DLR SERIES  
DIGITAL TWO-WAY BUSINESS RADIO
• Clear, reliable communications
• Interference free and private communications through the use of 

Frequency Hopping Spread Spectrum (FHSS) band type
• Features a private reply function, direct call,  

page all, call all, and instant mute
• Meets the test methods from Military Standards 810 C, D, E, F and G, 

including shock, vibration, extreme temperatures and dust
• Polycarbonate housing contains built-in  

anti-microbial properties that inhibit the growth of 
bacteria and mold on the radio surfaces

• Operates in the digital 900 MHz ISM license-free band,  
meaning communications are more private  
and do not require licensing fees

• Preamble Sensitivity :-125 dBm
• Frequency Stability (-30º C to +60º C): ± 1PPM

CLP SERIES CLIP-ON TWO-WAY RADIO
• Status glow colour indicates active channel, radio 

transmit & receive, scan, and battery status
• Oversized, textured, and centrally located push-

to-talk button provides easy access
• Features 16 adjustable volume levels, making the 

CLP easy to hear in any environment
• Satisfies CE/CEC, ROHs and WEEE
• Radio Band Type: UHF
• Range: 10 Floors/100000 sq. ft.

BUSINESS RADIO ACCESSORIES

SGR282


